Strojirensky zkusebni Gstav, s.p., Brno, Ceska republika
Oznameny subjekt identifika¢ni ¢islo 1015
Engineering Test Institute, Public Enterprise, Brno, Czech Republic
Notified Body Identification Number 1015

CERTIFIKAT EU PREZKOUSENIi TYPU
EU TYPE-EXAMINATION CERTIFICATE

podle nafizeni Evropského parlamentu a Rady (EU) 2016/426 ze dne 9. biezna 2016
o spotiebicich plynnych paliv
pursuant to Regulation (EU) 2016/426 of the European Parliament and of the Council
of 9 March 2016 on appliances buming gaseous fuels

Cislo:

vomver:  E-30-01009-17
Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer: 4, Sokak, Parsel No. 110, 34957 Tuzla, Istanbul

Turecko — Turkey

Identifikacni ¢islo vyrobku:

Product ID number. CE-1015CS0578

Kotel teplovodni kondenzaéni (premix) pro spalovani zemniho
plynu (G20)
Premix condensing hot-water boiler burning natural gas (G20)

Vyrobek:
Product:

Typové oznadeni:
Type designation:

Identifikace schvaleného typu:
Identification of approved type:

Hodnotici zprava:
Evaluation Report:

Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada,
Scopula, Exinox, Firefox, Baccara, Expanse, Schahane

je uvedena na 2. strané
see Page 2

Zaveérecny protokol €. 30-13501 ze dne 2017-10-23
Final Report 30-13501 of 2017-10-23

Strojirensky zkuSebni Ustav, s.p., oznameny subjekt identifikaéni ¢islo 1015 potvrzuje, Zze pifedmétny vyrobek splriuje
pozadavky podle bodu 1.4 Pfilohy Il nafizeni Evropského parlamentu a Rady (EU) 2016/426 (modul B: EU prezkou$eni
: typu). Vysledky cinnosti provedenych oznamenym subjektem jsou obsaZeny v citovaném zavére¢ném protokolu (tj.
hodnotici zpravé). Udaje nezbytné k identifikaci schvaleného typu jsou uvedeny na 2. strané tohoto certifikatu. Pravidla pro
nakladani s certifikatem a podminky jeho platnosti jsou uvedeny na 3. strané.

- Tento certifikat bude pouzitelny pouze u vyrobkl uvedenych na trh po datu pouZitelnosti zakladnich pozadavk(l nafizeni
(EU) 2016/426 o spotrebicich plynnych paliv, tedy 21. dubnu 2018.

Tento certifikat je platny nejpozdéji do 2027-10-22.

The Engineering Test Institute, Public Enterprise, Notified Body Identification Number 1015 hereby attests that the product
concerned meets the requirements referred to in point 1.4 of Annex Il of Regulation (EU) 2016/426 of the European
Parliament and of the Council (Module B: EU type-examination). The results of the activities carried out by the Notified
Body are contained in the cited Final Report (i.e. evaluation report). The data necessary for identification of the approved
type are stated on Page 2 of this Certificate. The rules for using the Certificate and conditions of its validity are defined on
Page 3.

,:f: This Certificate shall be applicable only to the products placed on the market after the date of application of essential
requirements of Regulation (EU) 2016/426 on appliances burning gaseous fuels, that is, after 21 April 2018.

This Certificate is valid until 2027-10-22.

Brno, 2017-10-23 N = A

Ing. Tomas Hruska
feditel — Director
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Identifikace schvaleného typu / Identification of the approved type:

Vykresy / Drawings:
- general drawing of the boiler for models Alubox X-treme 250 and Alubox X-treme 300 named ALUBOX 300kW

- general drawing of the boiler for models Alubox X-treme 350 and Alubox X-treme 430 named ALUBOX 350-425 kW
- general drawing of the boiler for models Alubox X-treme 535 and Alubox X-treme 640 named ALUBOX 535-640-700

kw

- drawing of boiler assembly for models Alubox X-treme 250 and Alubox X-treme 300 named ALUBOX 300-

COMPONENTS
- drawing of boiler assembly for model Alubox X-treme 350 named ALUBOX 350-COMPONENTS
- drawing of boiler assembly for model Alubox X-treme 430 named ALUBOX 430-COMPONENTS
- drawing of boiler assembly for model Alubox X-treme 350 named ALUBOX 535-COMPONENTS
- drawing of boiler assembly for model Alubox X-treme 350 named ALUBOX 640-COMPONENTS

Installation, user end service manual

Risk analysis

Specifikace kotlli / Specification of the boilers:

Znacka = - ;
Brand Gassero Blaudens Meksis Cropina Scirocco Strada
Model | Alubox X-treme 250 | Bodens X-treme 250 | Alu-Mek X-treme 250 | Cropina X-treme 250 | Scirocco X-treme 250 Strada X-treme 250
Model | Alubox X-treme 300 | Bodens X-treme 300 |Alu-Mek X-treme 300 | Cropina X-treme 300 | Scirocco X-treme 300 Strada X-treme 300
Model | Alubox X-treme 350 | Bodens X-treme 350 | Alu-Mek X-treme 350 | Cropina X-treme 350 | Scirocco X-treme 350 Strada X-treme 350
Model | Alubox X-treme 430 | Bodens X-treme 430 | Alu-Mek X-treme 430 | Cropina X-treme 430 | Scirocco X-treme 430 Strada X-treme 430
Model | Alubox X-treme 535 | Bodens X-treme 535 | Alu-Mek X-treme 535 | Cropina X-treme 535 | Scirocco X-treme 535 Strada X-treme 535
Model | Alubox X-treme 640 | Bodens X-treme 640 | Alu-Mek X-treme 640 | Cropina X-treme 640 | Scirocco X-treme 640 Strada X-treme 640

Znacka y .
Brand Scopula Exinox Firefox Baccara Expanse Schahane
Model [Scopula X-treme 250| Exinox X-treme 250 | Firefox X-treme 250 |Baccara X-treme 250 Expanse X-treme 250 | Schahane X-treme 250
Model |[Scopula X-treme 300| Exinox X-treme 300 | Firefox X-treme 300 |Baccara X-treme 300 Expanse X-treme 300 | Schahane X-treme 300
Model |Scopula X-treme 350 | Exinox X-treme 350 | Firefox X-treme 350 |Baccara X-treme 350 Expanse X-treme 350 | Schahane X-treme 350
Model |Scopula X-treme 430| Exinox X-treme 430 | Firefox X-treme 430 |Baccara X-treme 430 | Expanse X-treme 430 | Schahane X-treme 430
Model |Scopula X-treme 535| Exinox X-treme 535 | Firefox X-treme 535 |Baccara X-treme 535 Expanse X-treme 535 | Schahane X-treme 535
Model |Scopula X-treme 640 | Exinox X-treme 640 | Firefox X-treme 640 |Baccara X-treme 640 Expanse X-treme 640 | Schahane X-treme 640

Poznamka / Note: Jedna se pouze o rizné obchodni nazvy / These are merely different brand names.
Technicka data kotl( / Technical data of the boilers:

Tepelny vykon / Heat output | Max. teplota vody
Tepelny [kW] pro ustredni topeni Rozméry
Model prikon Maximum water Dimensions
Model Heat input . " . . temperature for [mm]
[KW] pfi [ at 80/60 °C | pfi / at 50/30 °C | .angral heating
[°C]
Alubox X-treme 250 48,0 - 242,0 46,8 - 237,0 51,4 - 254,0 90 690x1460x1360
Alubox X-treme 300 48,0 - 285,0 46,8 - 279,5 51,4 - 302,0 90 690x1460x1360
Alubox X-treme 350 65,0 - 335,0 63,7 - 328,3 70,2 - 351,7 90 935x1715x1600
Alubox X-treme 430 85,0 - 425,0 82,5-416,0 91,6 - 445,9 90 935x1715x1600
Alubox X-treme 535 102,0 - 510,0 99,9 -499,8 107,1 - 540,6 90 935x1715x1600
Alubox X-treme 640 75,0 -615,0 73,8 -601,4 81,0-641,4 90 935x1715x1600
Pripojovaci podminky / Supply conditions:
Kategorie Pripojovaci il
Typ produktu pretlaky Po::zrllty Zemé urceni
Type Product Supply pressures Gag Zse d Country of destination
category [mbar]
| 20 G20 AT, CH, CZ, DK, EE, ES, FI, GB, GR, IE,
. IT, LT, LV, NO, PT, RO, SE, SI, SK, TR
Bza, C43, Css, Cea, Css |2E 20 G20 DE, LU, PL, RO
l2H 25 G20 HU
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PRAVIDLA PRO NAKLADANI S CERTIFIKATEM A PODMINKY JEHO PLATNOSTI

Spinéni pozadavk( nafizeni Evropského parlamentu a Rady (EU) 2016/426 bylo odvozeno ze spinéni pozadavk( pouzitych
norem, které jsou uvedeny v zavéreéném protokolu (tj. hodnotici zprave). Novelizace nékterého z uvedenych normativnich
dokument(i, zejména novelizace norem nebo vydani novych norem, mize zménit skute¢nosti, za kterych byl certifikat
vydan. V takovém piipadeé je tfeba pouzitelnost certifikatu prezkoumat.

Oznédmeny subjekt dba na to, aby byl informovan o v8ech zménach obecné uznavaného stavu techniky, které by
naznacovaly, ze schvaleny typ jizZ nemusi byt v souladu s pfislusnymi pozadavky tohoto nafizeni, a rozhodne, zda tyto
zmény vyzaduji dopliujici Setfeni. Pokud Setfeni vyzaduji, ozndmeny subjekt o tom informuje vyrobce.

Vyrobce informuje oznameny subjekt, ktery uchovéva technickou dokumentaci tykajici se certifikatu EU prezkouseni typu, o
v8ech Upravach schvéaleného typu, které mohou ovlivnit shodu spotiebi¢e nebo vybaveni se zakladnimi pozadavky tohoto
nafizeni nebo podminky platnosti certifikatu. Tyto Gpravy vyzaduji dodate¢né schvaleni formou dodatku k pivodnimu
certifikatu EU prezkous$eni vyrobniho typu.

Certifikat se mize pouzivat pouze jako certifikat vyrobku, jehoz specifikace je uvedena na 1. a 2. strané. To plati i pro
pouziti v reklamnich, propaga¢nich a komerénich materidlech. Neopravnéné nebo klamavé pouziti certifikatu maze byt
sankcionovano.

Je zakazano ménit, doplfiovat nebo prepisovat Udaje v certifikatu.

Certifikdtem nelze dokladat vlastnosti vyrobku, u kterého byla provedena bez souhlasu Strojirenského zkuebniho
ustavu, s.p., zména ovliviujici shodu s pouzitymi normami a technickymi predpisy.

Certifikacni orgén poZaduje, aby drzitel certifikatu vedl zaznamy o v8ech stiznostech a opatienich k napravé, které se tykaji
vyrobkd, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE AND CONDITIONS OF ITS VALIDITY

Fulfilment of the requirements of Regulation (EU) 2016/426 of the European Parliament and of the Council has been derived
from fulfilment of the requirements of the applied standards that are listed in the Final Report (i.e. evaluation report).
Amendment of any of the mentioned normative documents, in particular amendments of standards or issuance of new
standards, may change the facts and conditions, under which the present Certificate has been issued. In such a case, the
applicability of the Certificate must be reviewed.

The Notified Body shall keep itself informed of any changes in the generally acknowledged state of the art, which indicate
that the approved type may no longer comply with the applicable requirements of this Regulation, and shall decide whether
such changes require further investigation. If so, the Notified Body shall inform the Manufacturer accordingly.

The Manufacturer shall inform the Notified Body that holds the technical documentation relating to the EU type-examination
certificate of all modifications to the approved type that may affect the conformity of the appliance or fittings with the
essential requirements of this Regulation or the conditions for validity of the Certificate. Such modifications shall require
additional approval in the form of an addition to the original EU type-examination certificate — production type.

This Certificate may only be used as a certificate for the product specified on Pages 1 and 2. This also applies to its use in
advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the product changed without the consent of the
Engineering Test Institute, Public Enterprise, in such a way that conformity with the applied standards and technical
regulations has been affected.

Certification Body requires the holder of this Certificate to keep records of all the complaints and corrective actions relating
to the products covered by this Certificate.

E-30-01009-17, Strana — Page 3/3



RN

®

Strojirensky zku$ebni dstav, s.p., Brno, Ceska republika
Oznameny subjekt identifikacni ¢islo 1015
Engineering Test Institute, Public Enterprise, Brno, Czech Republic
Notified Body Identification Number 1015

CERTIFIKAT EU PREZKOUSENIi TYPU
EU TYPE-EXAMINATION CERTIFICATE

podie nafizeni Evropského parlamentu a Rady (EU) 2016/426 ze dne 9. bfezna 2016
o spotfebiich plynnych paliv
pursuant to Reguiation (EU) 2016/426 of the European Parliament and of the Council
of 9 March 2016 on appliances buming gaseous fuels

Gl E_30.00170-18

Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer: istanbul Endustri ve Ticaret Serbest Bolgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Identifikacni ¢islo vyrobku:

Product ID number. CE-1016CT0597

Vyrobek: Kondenzacni teplovodni kotel na zemni plyn (G20)

Product: Condensing hot-water boiler burning natural gas (G20)

Typové oznadeni: Gassero/ Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula,
Type designation: Exinox, Firefox, Baccara, Expanse, Schahane

Identifikace schvaleného typu: je uvedena na 2. strané

Identification of approved type: see Page 2

Hodnotici zprava: Zavérecny protokol €. 30-13501/2 ze dne 2018-02-27

Evaluation Report: Final Report 30-13501/2 of 2018-02-27

Strojirensky zku$ebni Ustav, s.p,, ozndmeny subjekt identifika¢ni &islo 1015 potvrzuje, Zze prfedmétny vyrobek spliiuje
poZadavky podle bodu 1.4 Pfilohy lIl nafizeni Evropského parlamentu a Rady (EU) 2016/426 (modul B: EU piezkouseni
typu). Vysledky cinnosti provedenych ozndmenym subjektem jsou obsaZeny v citovaném zavéreéném protokolu (t
hodnotici zprave). Udaje nezbytné k identifikaci schvaleného typu jsou uvedeny na 2. strané tohoto certifikatu. Pravidia pro
nakladani s certifikatem a podminky jeho platnosti jsou uvedeny na 3. strané.

Tento certifikat bude pouzitelny pouze u vyrobki uvedenych na trh po datu pouzitelnosti zakladnich pozadavk( nafizeni
(EU) 2016/426 o spotiebitich plynnych paliv, tedy 21. dubnu 2018.

Tento certifikat je platny nejpozdé&ji do 2028-02-27.

The Engineering Test Institute, Public Enterprise, Notified Body Identification Number 1015 hereby attests that the product
concerned meets the requirements referred to in point 1.4 of Annex Il of Regulation (EU) 2016/426 of the European
Parliament and of the Council (Module B: EU type-examination). The results of the activities carried out by the Notified
Body are contained in the cited Final Report (i.e. evaluation report) The data necessary for identification of the approved
type are stated on Page 2 of this Certificate. The rules for using the Certificate and conditions of its validity are defined on
Page 3.

This Certificate shall be applicable only to the products placed on the market after the date of application of essential
requirements of Regulation (EU) 2016/426 on appliances burning gaseous fuels, that is, after 21 April 2018.

This Certificate is valid until 2028-02-27.

"~
-

Brno, 2018-02-28 14 2 " . NG i

\ Al b ; < zastupce feditele
\ g = 48 Deputy Director

E-30-00170-18, Strana — Page 1/3

Strojirensky zkuSebni Gstav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Engineering Test Institute, public enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic




Y

ldentifikace schvaleného typu / /dentification of the approved type:

- Installation, user and service manual

- Risk assessment Documentation

Vykresy / Drawings:

- general drawing of the boiler for models Alubox X-treme 535, Alubox X-treme 640, Alubox X-treme LX 700 and Alubox X-treme
710 named ALUBOX 535-640-700-710 kW

general drawing of the boiler for models Alubox X-treme 880 and Alubox X-treme 1065 named ALUBOX 880-1065kW

drawing of boiler assembly for model Alubox X-treme LX 700 named ALUBOX 700kW COMPONENTS

drawing of boiler assembly for model Alubox X-treme 710 named ALUBOX 710kW COMPONENTS

drawing of boiler assembly for model Alubox X-treme 880 named ALUBOX 880kW COMPONENTS

drawing of boiler assembly for model Alubox X-treme 1065 named ALUBOX 1065kW COMPONENTS

drawing of the burner no: PRX0282 for models Alubox X-treme LX 700 and Alubox X-treme 710

drawing of the burner no: PRX0336 for model Alubox X-treme 880

drawing of the burner no: PRX0283 for model Alubox X-treme 1065

drawing of the heat exchanger assembly for model Alubox X-treme LX 700 named INTERMODUL 9L

drawing of the heat exchanger assembly for model Alubox X-treme 710 named INTERMODUL MAXI 9L

drawing of the heat exchanger assembly for model

Alubox X-treme 880 named INTERMODUL MAXI 11L

drawing of the heat exchanger assembly for model Alubox X-treme 1065 named INTERMODUL MAXI 13L

drawing of front-section casting of the heat exchanger Intermodul no.: 200013 for model Alubox X-treme 710

drawing of middle-section casting of the heat exchanger Intermodul no.:200010 for models Alubox X-treme 710

drawing of back-section casting of the heat exchanger Intermodul no.: 200011 for models Alubox X-treme 710

drawing of front-section casting of the heat exchanger Intermodul Maxi no.. 100662 for models Alubox X-treme LX 700, Alubox X-
treme 880, Alubox X-treme 1065

drawing of middle-section casting of the heat exchanger Intermodul Maxi no..100661 for model Alubox X-treme LX 700, Alubox X-
treme 880, Alubox X-treme 1065

drawing of back-section casting of the heat exchanger Intermodul Maxi no.: 100663 for models Alubox X-treme LX 700, Alubox X-
treme 880, Alubox X-treme 1065

drawing of electrodes block (ignition and ionisation electrode) no: 170322/1X for models Alubox X-treme LX 700, Alubox X-treme
710, Alubox X-treme 880, Alubox X-treme 1065

drawing of the condensate trap assembly no: 63130399

Specifikace kotlii / Specification of the boilers:

ZBnacka Gassero Blaudens Meksis Cropina Scirocco Strada
rand =

Model Alubox X-treme LX 700 | Bodens X-treme LX 700 | Alu-Mek X-treme LX 700| Cropina X-treme LX 700 | Scirocco X-treme LX 700 | Strada X-treme LX 700
Model Alubox X-treme 710 Bodens X-treme 710 | Alu-Mek X-treme 710 | Cropina X-treme 710 Scirocco X-treme 710 Strada X-treme 710
Model Alubox X-treme 880 Bodens X-treme 880 | Alu-Mek X-treme 880 | Cropina X-treme 880 Scirocco X-treme 880 Strada X-treme 880
Model Alubox X-treme 1065 | Bodens X-treme 1065 | Alu-Mek X-treme 1065 | Cropina X-treme 1065 | Scirocco X-treme 1065 | Strada X-treme 1065

Znacka

Schahane

Scopul Exinox Firefox Baccara Expanse
Brand R £ LLE
Model Scopula X-treme LX 700 | Exinox X-treme LX 700 | Firefox X-treme LX 700 |Baccara X-treme LX 700 | Expanse X-treme LX 700 iSchahane X-treme LX 700!

Model

Scopula X-treme 710

Exinox X-treme 710

Firefox X-treme 710

Baccara X-treme 710

Expanse X-treme 710

Schahane X-treme 710

Model

Scopula X-treme 880

Exinox X-treme 880

Firefox X-treme 880

Baccara X-treme 880

Expanse X-treme 880

Schahane X-treme 880

Model

Scopula X-treme 1065

Exinox X-treme 1065

Firefox X-treme 1065

Baccara X-treme 1065

Expanse X-treme 1065

Schahane X-treme 1065

Technicka data kotlti / Technical data of the boilers:

Tepelny vykon / Heat output Max. tgp:;)t,atvody’ A
I K pro ustredni topeni ozméry
Model Tepelny_ piion Lot Maximum water Dimensions
Heat input
Model K ’ temperature for [mm]
W] pii / at 80/60 °C | p¥i/ at 50/30 °C central heating
[°C]

Alubox X-treme LX 700 118,4 - 6724 111,9 - 650,4 127,6 - 702,0 90 935 x 1715 x 1600
Alubox X-treme 710 134,6 - 685,6 129,6 - 669,1 1459 -7113 90 935 x 1715 x 1600
Alubox X-treme 880 132,9 - 849,4 124,0 — 824,5 142,3 - 885,1 90 935 x 2110 x 1600
Alubox X-treme 1065 159,5 — 1025,0 162,9 — 999,9 171,9 — 1065,5 90 935 x 2110 x 1600
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Pfipojovaci podminky / Supply conditions:

Typ };f;f’%?:t': Pripojovaci pretlaky Pouzity Zemé uréeni
Type Product Supply pressures plyn Country of destination
[mbar] Gas used

catego

I 20 G20 AT, CH, CZ, DK, EE, ES, FI, GB, GR, IE, IT, LT, LV,
2 NO, PT, RO, SE, S|, SK, TR

B23, Cu3, Css, Ces, C

23, La3, Usa, Uss, Cas loe 20 G20 DE, LU, PL, RO
on 25 G20 HU

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Splnéni poZadavk{ natizeni Evropského parlamentu a Rady (EU) 2016/426 bylo odvozeno ze spinéni pozadavkl pouzitych
norem, které jsou uvedeny v zavére¢ném protokolu (tj. hodnotici zpravé). Novelizace nékterého z uvedenych normativnich
dokumentl, zejména novelizace norem nebo vydani novych norem, mize zménit skuteénosti, za kterych byl certifikat
vydan. V takovém piipadé je tieba pouzitelnost certifikatu prezkoumat.

Oznameny subjekt dba na to, aby byl informovan o v8ech zménach obecn& uznavaného stavu techniky, které by
naznacovaly, Ze schvaleny typ jiz nemusi byt v souladu s pfislu$nymi pozadavky tohoto nafizeni, a rozhodne, zda tyto
zmeny vyZaduji doplfiujici Setfeni. Pokud $etfeni vyZaduji, oznameny subjekt o tom informuje vyrobce.

Vyrobce informuje ozndmeny subjekt, ktery uchovava technickou dokumentaci tykajici se certifikatu EU prezkouseni typu, o
véech Upravach schvaleného typu, které mohou ovlivnit shodu spotiebige nebo vybaveni se zakladnimi pozadavky tohoto
nafizeni nebo podminky platnosti certifikatu. Tyto Gpravy vyzaduji dodate&né schvaleni formou dodatku k plivodnimu
certifikatu EU prezkous$eni vyrobniho typu.

Certifikdt se mlZe pouzivat pouze jako certifikat vyrobku, jehoz specifikace je uvedena na 1. az 3. strané. To plati i pro
pouziti v reklamnich, propagaénich a komerénich materialech. Neopravnéné nebo klamavé pouziti certifikatu mize byt
sankcionovano.

Je zakazano ménit, doplilovat nebo prepisovat tdaje v certifikatu.

Certifikdtem nelze dokladat vlastnosti vyrobku, u kterého byla provedena bez souhlasu Strojirenského zkus$ebniho
ustavu, s.p., zména ovliviiujici shodu s pouzitymi normami a technickymi predpisy.

Certifikatni organ pozaduje, aby drzitel certifikatu vedl zaznamy o vech stiznostech a opatienich k napravé, které se tykaji
vyrobkul, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE AND CONDITIONS OF ITS VALIDITY

Fulfilment of the requirements of Regulation (EU) 2016/426 of the European Parliament and of the Council has been derived
from fulfilment of the requirements of the applied standards that are listed in the Final Report (i.e. evaluation report).
Amendment of any of the mentioned normative documents, in particular amendments of standards or issuance of new
standards, may change the facts and conditions, under which the present Certificate has been issued. In such a case, the
applicability of the Certificate must be reviewed.

The Notified Body shall keep itself informed of any changes in the generally acknowledged state of the art, which indicate
that the approved type may no longer comply with the applicable requirements of this Regulation, and shall decide whether
such changes require further investigation. If so, the Notified Body shall inform the Manufacturer accordingly.

The Manufacturer shall inform the Notified Body that holds the technical documentation relating to the EU type-examination
certificate of all modifications to the approved type that may affect the conformity of the appliance or fittings with the
essential requirements of this Regulation or the conditions for validity of the Certificate. Such modifications shall require
additional approval in the form of an addition to the original EU type-examination certificate — production type.

This Certificate may only be used as a certificate for the product specified on Pages 1,2 and 3. This also applies to its use in
advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the product changed without the consent of the
Engineering Test Institute, Public Enterprise, in such a way that conformity with the applied standards and technical
regulations has been affected.

Certification Body requires the holder of this Certificate to keep records of all the complaints and corrective actions relating
to the products covered by this Certificate.
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Strojirensky zkusebni dstav, s.p., Brno, Ceska republika
Oznameny subjekt identifikacni &islo 1015
Engineering Test Institute, Public Enterprise, Brno, Czech Republic
Notified Body Identification Number 1015

CERTIFIKAT EU PREZKOUSENI TYPU
EU TYPE-EXAMINATION CERTIFICATE

podle nafizeni Evropského parlamentu a Rady (EU) 2016/426 ze dne 9. bifezna 2016 o spotiebiéich
plynnych paliv
pursuant to Regulation (EU) 2016/426 of the European Parliament and of the Council
of 9 March 2016 on appliances buming gaseous fuels

Cislo:  1015-GAR-00098-19

Number:
3 Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
’P Manufacturer: Istanbul Endiistri ve Ticaret Serbest Bélgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
E Turecko — Turkey
Identifikacni Cislo vyrobku:
- Product ID number. CEOIECUSL2S
E Vyrobek: Kondenzaéni teplovodni kotel na zemni plyn (G20)
= Product: Condensing hot-water boiler burning natural gas (G20)
Typové oznaceni: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula,
Type designation: Exinox, Firefox, Baccara, Expanse, Schahane
E |
E Identifikace schvéaleného typu: je uvedena na 2. strang
_ Identification of approved type: see Page 2
Hodnotici zprava: Zavérecny protokol €. 30-13501/4 ze dne 2019-01-09
Evaluation Report: Final Report 30-13501/4 of 2019-01-09

Strojirensky zkuSebni Ustav, s.p., oznameny subjekt identifikaéni ¢islo 1015 potvrzuje, Ze pfedmétny vyrobek spliiuje
pozadavky podle bodu 1.4 Prilohy Ill nafizeni Evropského parlamentu a Rady (EU) 2016/426 (modul B: EU
prezkouseni typu). Vysledky cinnosti provedenych oznamenym subjektem jsou obsaZeny v citovaném zéavére&nem
protokolu (tj. hodnotici zpravé). Udaje nezbytné k identifikaci schvaleného typu jsou uvedeny na 2. strané& tohoto
certifikatu. Pravidla pro nakladani s certifikdtem a podminky jeho platnosti jsou uvedeny na 3. strané.

Tento certifikat je platny nejpozdéji do 2029-03-06.

! The Engineering Test Institute, Public Enterprise, Notified Body Identification Number 1015 hereby attests that the
i product concerned meets the requirements referred to in point 1.4 of Annex Ill of Regulation (EU) 2016/426 of the
s European Parliament and of the Council (Module B: EU type-examination). The results of the activities carried out by
!‘:;E the Notified Body are contained in the cited Final Report (i.e. evaluation report). The data necessary for identification of
k - the approved type are stated on Page 2 of this Certificate. The rules for using the Certificate and conditions of its
'S validity are defined on Page 3.

This Certificate is valid until 2029-03-06.

Brno, 2019-03-07 TN U
& - B G e ; Ing. Ale$ Onderel

zastupce feditele
Deputy Director
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Identifikace schvaleného typu / Identification of the approved type:
- Installation, user and service manual
- Risk assessment Documentation

Vykresy / Drawings:

- general drawing of the boiler for models Alubox X-treme 1315, Alubox X-treme 1460 and Alubox X-treme 1550 (equipped with
Siemens burner control) named Alubox X-treme 1315-1460-1550

EBM burner control) named Alubox X-treme 1315-1460-1550

Siemens burner control) named Alubox X-treme 1315-1460-1550

EBM burner control) named Alubox X-treme 1315-1460-1550

MAXI 17L

drawing of the burner for model Alubox X-treme 1315
drawing of the burner for model Alubox X-treme 1460
drawing of the burner for model Alubox X-treme 1550
drawing of the heat exchanger assembly for model Alubox X-treme 1315 named INTERMODUL  MAXI 15L
drawing of the heat exchanger assembly for models Alubox X-treme 1460 and Alubox X-treme 1550 named INTERMODUL

Specifikace kotli1 / Specification of the boilers:

drawing of front-section casting of the heat exchanger Intermodul Maxi no.: 100662

drawing of middle-section casting of the heat exchanger Intermodul Maxi no.: 100661
drawing of back-section casting of the heat exchanger Intermodul Maxi no.: 100663
drawing of the condensate trap assembly no: 63130399

general drawing of the boiler for models Alubox X-treme 1315, Alubox X-treme 1460 and Alubox X-treme 1550 (equipped with
drawing of boiler assembly for models Alubox X-treme 1315, Alubox X-treme 1460 and Alubox X-treme 1550 (equipped with

drawing of boiler assembly for models Alubox X-treme 1315, Alubox X-treme 1460 and Alubox X-treme 1550 (equipped with

[Brand

(Gassero

Blaudens

Meksis

Cropina

Scirocco

Strada

[Model]| Alubox X-treme 1315

Bodens X-treme 1315

Alu-Mek X-treme 1315

Cropina X-treme 1315

Scirocco X-treme 1315

Strada X-treme 1315

[Model]| Alubox X-treme 1460

Bodens X-treme 1460

Alu-Mek X-treme 1460

Cropina X-treme 1460

Scirocco X-treme 1460

Strada X-treme 1460

[Model| Alubox X-treme 1550

Bodens X-treme 1550

Alu-Mek X-treme 1550

Cropina X-treme 1550

Scirocco X-treme 1550

Strada X-treme 1550

[Brand

Scopula

Exinox

Firefox

Baccara

Expanse

Schahane

Model| Scopula X-treme 1315

Exinox X-treme 1315

Firefox X-treme 1315

Baccara X-treme 1315

Expanse X-treme 1315

Schahane X-treme 1315

IMOdel Scopula X-treme 1460

Exinox X-treme 1460

Firefox X-treme 1460

Baccara X-treme 1460

Expanse X-treme 1460

Schahane X-treme 1460

Model| Scopula X-treme 1550

Exinox X-treme 1550

Firefox X-treme 1550

Baccara X-treme 1550

Expanse X-treme 1550

Schahane X-treme 1550

Technicka data kotlli / Technical data of the boilers:

Hea[tk?nl.'l]tput Maximum water Dimersiong
Model Heat input temperature_for [mm]
[kW] central heating
at 80/60 °C at 50/30 °C [°C]
Alubox X-treme 1315 220 - 1261 212-1220 235-1315 90 985 x 2730 x 1600
Alubox X-treme 1460 250 — 1400 243 - 1360 258 - 1460 90 985 x 2730 x 1600
Alubox X-treme 1550 220-1490 243 — 1445 258 — 1555 90 985 x 2730 x 1600
Pripojovaci podminky / Supply conditions:
Type ;rt::":;; Supplg“;:-:;sures Gas used Country of destination
I 20 G20 AT, BG, CH, CZ, DK, EE, ES, FI, GB, GR, IE, IT, LT,
20 LV, NO, PT, RO, SE, S|, SK, TR
Bzs, Caa, Csa, Cea, Caa l2e 20 G20 DE, LU, PL, RO
lon 25 G20 HU
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PRAVIDLA PRO NAKLADANI S CERTIFIKATEM A PODMINKY JEHO PLATNOSTI

Splnéni pozadavk(l narizeni Evropského parlamentu a Rady (EU) 2016/426 bylo odvozeno ze splnéni poZadavkl
pouzitych norem, které jsou uvedeny v zavéreéném protokolu (tj. hodnotici zpravé). Novelizace nékterého z uvedenych
normativnich dokumentl, zejména novelizace norem nebo vydani novych norem, mize zménit skute¢nosti, za kterych
byl certifikat vydan. V takovém pfipadé je tfeba pouzitelnost certifikatu prezkoumat.

Oznameny subjekt dba na to, aby byl informovan o vSech zménach obecné uznavaného stavu techniky, které by
naznacovaly, ze schvaleny typ jiz nemusi byt v souladu s pfislusnymi pozadavky tohoto nafizeni, a rozhodne, zda tyto
zmény vyzaduji doplfiujici $etfeni. Pokud Setfeni vyzaduji, oznameny subjekt o tom informuje vyrobce.

Vyrobce informuje oznameny subjekt, ktery uchovavéa technickou dokumentaci tykajici se certifikdtu EU prezkouseni
typu, o vdech upravach schvaleného typu, které mohou ovlivnit shodu spotfebi¢e nebo vybaveni se zakladnimi
pozadavky tohoto nafizeni nebo podminky platnosti certifikatu. Tyto upravy vyZaduji dodate¢né schvaleni formou
dodatku k puvodnimu certifikatu EU prezkouseni vyrobniho typu.

Certifikat se mlze pouzivat pouze jako certifikat vyrobku, jehoZz specifikace je uvedena na 1. a 2. strané. To plati i pro
pouziti v reklamnich, propagac¢nich a komerénich materidlech. Neopravnéné nebo klamavé pouziti certifikatu muize byt
sankcionovano,

Je zakazano ménit, dopliiovat nebo prepisovat tdaje v certifikatu.

Certifikatem nelze dokladat viastnosti vyrobku, u kterého byla provedena bez souhlasu Strojirenského zku$ebniho
ustavu, s.p., zména ovliviujici shodu s pouzitymi normami a technickymi piedpisy.

Certifikaéni organ pozaduje, aby drzitel certifikatu vedl zaznamy o véech stiznostech a opatfenich k naprave, které se
tykaji vyrobkl, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE AND CONDITIONS OF ITS VALIDITY

Fulfilment of the requirements of Regulation (EU) 2016/426 of the European Parliament and of the Council has been
derived from fulfilment of the requirements of the applied standards that are listed in the Final Report (i.e. evaluation
report). Amendment of any of the mentioned normative documents, in particular amendments of standards or issuance
of new standards, may change the facts and conditions, under which the present Certificate has been issued. In such a
case, the applicability of the Certificate must be reviewed.

The Notified Bedy shall keep itself informed of any changes in the generally acknowledged state of the art, which
indicate that the approved type may no longer comply with the applicable requirements of this Regulation, and shall
decide whether such changes require further investigation. If so, the Notified Body shall inform the Manufacturer
accordingly.

The Manufacturer shall inform the Notified Body that holds the technical documentation relating to the EU type-
examination certificate of all modifications to the approved type that may affect the conformity of the appliance or fittings
with the essential requirements of this Regulation or the conditions for validity of the Certificate. Such modifications shall
require additional approval in the form of an addition to the original EU type-examination certificate — production type.

This Certificate may only be used as a certificate for the product specified on Pages 1 and 2. This also applies to its use
in advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be
sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the product changed without the consent of the
Engineering Test Institute, Public Enterprise, in such a way that conformify with the applied standards and technical
requlations has been affected.

Certification Body requires the holder of this Certificate to keep records of all the complaints and corrective actions
relating to the products covered by this Certificate.
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Strojirensky zkusebni ustav, s.p., Brno, Ceska republika
Oznameny subjekt identifikacni ¢islo 1015
Engineering Test Institute, Public Enterprise, Brno, Czech Republic
Notified Body Identification Number 1015

CERTIFIKAT EU PREZKOUSENI TYPU
EU TYPE-EXAMINATION CERTIFICATE

podle nafizeni Evropského parlamentu a Rady (EU) 2016/426 ze dne 9. bfezna 2016 o spotfebicich
plynnych paliv
pursuant to Regulation (EU) 2016/426 of the European Parliament and of the Council
of 9 March 2016 on appliances buming gaseous fuels

Cio; 1015-GAR-00097-19

Number:

Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer: Istanbul Endiistri ve Ticaret Serbest Bolgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Identifikaéni &islo vyrobku:

Product ID number: CE-1018C U720

Vyrobek: Kondenzacni teplovodni kotel na zemni plyn (G20)

Product: Condensing hot-water boiler buming natural gas (G20)

Typové oznaceni: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula,
Type designation: Exinox, Firefox, Baccara, Expanse, Schahane

Identifikace schvaleného typu: je uvedena na 2. strané

Identification of approved type: see Page 2

Hodnotici zprava: Zavérecny protokol €. 30-13501/5 ze dne 2019-01-10

Evaluation Report: Final Report 30-13501/5 of 2019-01-10

Strojirensky zkusebni ustav, s.p., oznameny subjekt identifikaéni &islo 1015 potvrzuje, ze pfedmétny vyrobek splfiuje
pozadavky podle bodu 1.4 Prilohy Il nafizeni Evropského parlamentu a Rady (EU) 2016/426 (modul B: EU
piezkouseni typu). Vysledky ¢innosti provedenych oznamenym subjektem jsou obsazeny v citovaném zavére¢ném
protokolu (. hodnotici zpravé). Udaje nezbytné k identifikaci schvaleného typu jsou uvedeny na 2. strané tohoto
certifikatu. Pravidla pro nakladani s certifikdtem a podminky jeho platnosti jsou uvedeny na 3. strané.

Tento certifikat je platny nejpozdéji do 2029-03-06.

The Engineering Test Institute, Public Enterprise, Notified Body Identification Number 1015 hereby attests that the
product concered meets the requirements referred to in point 1.4 of Annex Il of Regulation (EU) 2016/426 of the
European Parliament and of the Council (Module B: EU type-examination). The results of the activities carried out by
the Notified Body are contained in the cited Final Report (i.e. evaluation report). The data necessary for identification of
the approved type are stated on Page 2 of this Certificate. The rules for using the Certificate and conditions of its
validity are defined on Page 3.

This Certificate is valid until 2029-03-06.

Brno, 2019-03-07 Sk
{ . § e L3 onl zastupce feditel
Deputy Director
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Identifikace schvaleného typu / Identification of the approved type:
- Installation, user and service manual
- Risk assessment Documentation

Vykresy / Drawings:

- general drawing of the boiler for models Alubox X-treme 1760, Alubox X-treme 2630, Alubox X-treme 2920 and Alubox X-
treme 3100

- drawing of boiler assembly for model Alubox X-treme 1760, (equipped with Siemens burner control) named ALUBOX X-
TREME 1760 COMPONENTS

- drawing of boiler assembly for models Alubox X-treme 1760, (equipped with EBM burner control) named ALUBOX X-TREME
1760 COMPONENTS

- drawing of boiler assembly for models Alubox X-treme 2630 (equipped with Siemens burner control) named ALUBOX X-

TREME 2630 COMPONENTS

drawing of boiler assembly for models Alubox X-treme 2630 (equipped with EBM burner control) named ALUBOX X-TREME

2630 COMPONENTS

drawing of boiler assembly for models Alubox X-treme 2920 (equipped with Siemens burner control) named ALUBOX X-

TREME 2920 COMPONENTS

drawing of boiler assembly for models Alubox X-treme 2920 (equipped with EBM burner control) named ALUBOX X-TREME

2920 COMPONENTS

drawing of boiler assembly for models Alubox X-treme 3100 (equipped with Siemens burner control) named ALUBOX X-

TREME 3100 COMPONENTS

- drawing of boiler assembly for models Alubox X-treme 3100 (equipped with EBM burner control) named ALUBOX X-TREME

3100 COMPONENTS \

1
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drawing of the burner No. PRX0336 for model Alubox X-treme 1760
drawing of the burner for model Alubox X-treme 2630
drawing of the burner for model Alubox X-treme 2920
drawing of the burner for model Alubox X-treme 3100
drawing of the heat exchanger assembly for model Alubox X-treme 1760 named INTERMODUL MAXI 11L

drawing of the heat exchanger assembly for model Alubox X-treme 2630 named INTERMODUL MAXI 15L

- drawing of the heat exchanger assembly for model Alubox X-treme 2920 named INTERMODUL ~ MAXI 17L

- drawing of the heat exchanger assembly for model Alubox X-treme 3100 named INTERMODUL  MAXI 17L

- drawing of front-section casting of the heat exchanger Intermodul Maxi no.: 100662

- drawing of middle-section casting of the heat exchanger Intermodul Maxi no.: 100661

- drawing of back-section casting of the heat exchanger Intermodul Maxi no.: 100663

- drawing of the condensate trap assembly no: 63130399
Specifikace kotl(i / Specification of the boilers:
Trade : ; :
= Mk Gassero Blaudens Meksis Cropina Scirocco Strada
:“ Model Alubox X-treme 1760 | Bodens X-treme 1760 | Alu-Mek X-treme 1760 | Cropina X-treme 1760 | Scirocco X-treme 1760 | Strada X-treme 1760
Sf : Model [ Alubox X-treme 2630 | Bodens X-treme 2630 | Alu-Mek X-treme 2630 | Cropina X-treme 2630 | Scirocco X-treme 2630 | Strada X-treme 2630
= Model Alubox X-treme 2920 | Bodens X-treme 2920 | Alu-Mek X-tfreme 2920 | Cropina X-treme 2920 | Scirocco X-treme 2920 | Strada X-treme 2920
§~ Model Alubox X-treme 3100 | Bodens X-treme 3100 | Alu-Mek X-treme 3100 | Cropina X-treme 3100 | Scirocco X-treme 3100 | Strada X-treme 3100
=
= Trade ; :
S WAk Scopula Exinox Firefox Baccara Expanse Schahane
E Model |Scopula X-treme 1760 | Exinox X-treme 1760 | Firefox X-treme 1760 |Baccara X-treme 1760 | Expanse X-treme 1760 [Schahane X-treme 1760
: Model |Scopula X-treme 2630 | Exinox X-treme 2630 | Firefox X-treme 2630 |Baccara X-treme 2630 | Expanse X-treme 2630 [Schahane X-treme 2630}
if._{ Model Scopula X-treme 2920 | Exinox X-treme 2920 | Firefox X-treme 2920 |Baccara X-treme 2920 | Expanse X-treme 2920 [Schahane X-treme 2920
’ Model |Scopula X-treme 3100 | Exinox X-treme 3100 | Firefox X-treme 3100 |Baccara X-treme 3100 | Expanse X-treme 3100 [Bchahane X-treme 3100
Technicka data kotl(i / Technical data of the boilers:
Heat output Maximum water ; ;
1 Model Heat input [kw] temperature for Dm;;:ﬁlons
I [kW] central heating
at 80/60 °C at 50/30 °C [°cl
: Alubox X-treme 1760 132,9 - 1698,8 124 - 1649 142,3-1770,2 90 1738 x 2140 x 1600
; Alubox X-treme 2630 220 — 2522 212 - 2440 235 - 2630 90 2035 x 2730 x 1600
Alubox X-treme 2920 250 — 2800 243 - 2720 268 — 2920 90 2035 x 2730 x 1600
Alubox X-treme 3100 250 — 2980 243 - 2890 268 - 3110 20 2035 x 2730 x 1600
=
b
2
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Pripojovaci podminky / Supply conditions:

Product Supply pressures T
Type category [mbar] Gas used Country of destination
| 20 G20 AT, BG, CH, CZ, DK, EE, ES, FIl, GB, GR, IE, IT, LT,
i LV, NO, PT, RO, SE, SI, SK, TR
Bas, Caa, Css, Ces, Ces lae 20 G20 DE, LU, PL, RO
lon 25 G20 HU

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM A PODMINKY JEHO PLATNOSTI

Splnéni pozadavk( nafizeni Evropského parlamentu a Rady (EU) 2016/426 bylo odvozeno ze spinéni poZadavkil
pouzitych norem, které jsou uvedeny v zavéreéném protokolu (tj. hodnotici zpravé). Novelizace nékterého z uvedenych
normativnich dokument, zejména novelizace norem nebo vydani novych norem, mlze zménit skutecnosti, za kterych
byl certifikat vydan. V takovém pfipadé je tfeba pouZzitelnost certifikatu prezkoumat.

Oznameny subjekt dba na to, aby byl informovan o vSech zménach obecné uznavaného stavu techniky, které by
naznacovaly, ze schvaleny typ jiz nemusi byt v souladu s pfislusnymi pozadavky tohoto nafizeni, a rozhodne, zda tyto
zmény vyzaduji doplfujici Setfeni. Pokud Setfeni vyZaduji, oznameny subjekt o tom informuje vyrobce.

Vyrobce informuje oznameny subjekt, ktery uchovava technickou dokumentaci tykajici se certifikatu EU pfezkouseni
typu, o vdech (pravach schvaleného typu, které mohou ovlivnit shodu spotiebite nebo vybaveni se zakladnimi
poZadavky tohoto nafizeni nebo podminky platnosti certifikdtu. Tyto Upravy vyzaduji dodate¢né schvaleni formou
dodatku k pivodnimu certifikatu EU prezkouseni vyrobniho typu.

Certifikat se mlZe pouZivat pouze jako certifikat vyrobku, jehoz specifikace je uvedena na 1. a 2. strané. To plati i pro
pouziti v reklamnich, propagaénich a komerénich materialech. Neopravnéné nebo klamavé pouZiti certifikatu muze byt
sankcionovano.

Je zakazano ménit, dopliiovat nebo pfepisovat tdaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobku, u kterého byla provedena bez souhlasu Strojirenského zku$ebniho
ustavu, s.p., zména ovliviujici shodu s pouzitymi normami a technickymi predpisy.

Certifikaéni organ poZaduje, aby drzitel certifikatu vedl zaznamy o viech stiznostech a opatfenich k napravé, které se
tykaji vyrobkul, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE AND CONDITIONS OF ITS VALIDITY

Fulfilment of the requirements of Regulation (EU) 2016/426 of the European Parliament and of the Council has been
derived from fulfilment of the requirements of the applied standards that are listed in the Final Report (i.e. evaluation
report). Amendment of any of the mentioned normative documents, in particular amendments of standards or issuance
of new standards, may change the facts and conditions, under which the present Certificate has been issued. In such a
case, the applicability of the Certificate must be reviewed.

The Notified Body shall keep itself informed of any changes in the generally acknowledged state of the art, which
indicate that the approved type may no longer comply with the applicable requirements of this Regulation, and shall
decide whether such changes require further investigation. If so, the Notified Body shall inform the Manufacturer
accordingly.

The Manufacturer shall inform the Notified Body that holds the technical documentation relating to the EU type-
examination certificate of all modifications to the approved lype that may affect the conformity of the appliance or fittings
with the essential requirements of this Regulation or the conditions for validity of the Certificate. Such modifications shall
require additional approval in the form of an addition to the original EU type-examination certificate — production type.

This Certificate may only be used as a cerlificate for the product specified on Pages 1 and 2. This also applies to its use
in advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be
sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the product changed without the consent of the
Engineering Test Institute, Public Enterprise, in such a way that conformity with the applied standards and technical
regulations has been affected.

Certification Body requires the holder of this Certificate to keep records of all the complaints and corrective actions
relating to the products covered by this Certificate.

\
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kiwa

Number 106144/01 Replaces --

Issue date 01-09-2020 Contract number E 2452

Due date 01-09-2023 Module D

Report number  See appendix Scope (EU) 2016/426 (9 March 2016)

(EU) 92/42/EEC (21 May 1992)
(EU) 813/2013 (2 August 2013)

CE SURVEILLANCE CERTIFICATE
(GAR / BED /R 813)

Kiwa hereby declares that the product(s) as detailed in the appendix to this certificate,

Manufacturer Gassero Isi Teknolojileri Saayi Ltd Sirketi
Tuzla, Istanbul, Turkey

are subject to EC surveillance by Kiwa according to the:
Regulation (EU) 2016/426 and the Council Directive 92/42/EEC

Annex lll, Module D.

This certificate is only valid in combination with the appendix to this certificate, where specific
information and/or conditions are given.

Please check the validity of this certificate at www.kiwaenergy.com

CERTIFICATE

Kiwa Nederland B.V.
Wilmersdorf 50

P.O. Box 137

7300 AC APELDOORN
The Netherlands

www.kiwaenergy.com

G ASTEC " ~ 0063

Ron Scheepers, Kiwa



http://www.kiwaenergy.com/

Number

Issue date

Due date

Page

APPENDIX TO CE SURVEILLANCE CERTIFICATE
(GAR / BED / R 813)

Report number: 30-13501 (SZU)

106144/01

01-09-2020

01-09-2023

1of5

Replaces

Contract number

Scope

Product ID Number: CE-1015CS0578
Premix condensing hot water boiler burning natural gas (G20)

E 2452

Module

kiwa

D

(EU) 2016/426 (9 March 2016)
(EU) 92/42/EEC (21 May 1992)
(EU) 813/2013 (2 August 2013)

Test Report
Nr.

30-13501/T

30-13501/T1

30-13501/T3

30-13501/T4

(N:ertificate SZU E-30-01009-17 SZU E-30-00170-18 SZU 1015-GAR-00098-19 SZU 1015-GAR-00097-19
r.
Einal Report | 30-13501 30-13501/2 30-13501/4 30-13501/5
r.
BED E-30-01303-17 N.A N.A N.A
Certificate
GAR E-30-010009-17 E-30-00170-18 1015-GAR-00098-19 1015-GAR-00097-19
Certificate
File Name 4 4 4 4
Scope Models which are marked with * are in scope of GAR only. Because heat inputs are higher than 400 kW.
Brand GASSERO GASSERO GASSERO GASSERO
ALUBOX X-treme 250 ALUBOX X-treme LX 700* ALUBOX X-treme 1315* ALUBOX X-treme 1760*
ALUBOX X-treme 300 ALUBOX X-treme 710* ALUBOX X-treme 1460* ALUBOX X-treme 2630*
- ALUBOX X-treme 350 | ALUBOX X-treme 880* ALUBOX X-treme 1550* ALUBOX X-treme 2920*
é ALUBOX X-treme 430* | ALUBOX X-treme 1065* - ALUBOX X-treme 3100*

ALUBOX X-treme 535*

ALUBOX X-treme 640*




Number

Issue date

Due date

Page

106144/01 Replaces
01-09-2020 Contract number
01-09-2023 Scope

20f5

E 2452

kiwa

Module D

(EU) 2016/426 (9 March 2016)
(EU) 92/42/EEC (21 May 1992)
(EU) 813/2013 (2 August 2013)

APPENDIX TO CE SURVEILLANCE CERTIFICATE
(GAR / BED / R 813)

Report number: 30-13870 (SZU)
Product ID Number: CE-1015CT0637
Hot water boilers burning gas

Test Report Nr.

30-13870/T

30-13869/T

30-13868/T

Certificate Nr.

SZU E-30-00490-18-rev.1

SZU E-30-00489-18

1015-GAR-01072-19

Final Report Nr.

30-14545

30-13869

30-13868/TZ

BED Certificate

E-30-00878-18-rev. 1

E-30-00883-18

1015-BED-01071-19

GAR Certificate

E-30-00490-18-rev. 1

E-30-00489-18

1015-GAR-01072-19

File Name 5 5 5
Scope Models which are marked with * are in scope of GAR only. Because heat inputs are higher than 400 kW.
Brand GASSERO STRADA GASSERO GASSERO
ALUCON 50 SMART 50 ALUBOX 50 ALUBOX 208
ALUCON 70 SMART 70 ALUBOX 70 ALUBOX 290
ALUCON 90 SMART 90 ALUBOX 90 ALUBOX 540*
§ ALUCON 115 SMART 115 ALUBOX 115 ALUBOX 700*
ALUCON 125 SMART 125 ALUBOX 125 ALUBOX 1100*
ALUCON 150 SMART 150 ALUBOX 150 -




Number

Issue date

Due date

Page

106144/01

01-09-2020

01-09-2023

30f5

kiwa

Replaces -
Contract number E 2452 Module D
Scope (EU) 2016/426 (9 March 2016)

(EU) 92/42/EEC (21 May 1992)
(EU) 813/2013 (2 August 2013)

APPENDIX TO CE SURVEILLANCE CERTIFICATE
(GAR / BED / R 813)

Report number: 30-13500 (SZU)
Product ID Number: CE-1015CT0640
Condensing hot water boiler burning natural gas (G20)

Test Report Nr.

30-13500/T1 (42-50-115-125) - 30-13500/T2 (67-150)

Certificate Nr.

SZU E-30-00496-18

Final Report Nr.

30-13500

BED Certificate

E-30-00663-18

GAR Certificate

E-30-00496-18

File Name 1

Brand GASSERO STRADA MHG GASSERO
WALLCON X-treme 42 STRADA WALL X-treme 42 WALLCON X-treme 42
WALLCON X-treme 50 STRADA WALL X-treme 50 WALLCON X-treme 50
WALLCON X-treme 67 STRADA WALL X-treme 67 WALLCON X-treme 67
WALLCON X-treme 115 STRADA WALL X-treme 115 WALLCON X-treme 115
WALLCON X-treme 125 STRADA WALL X-treme 125 WALLCON X-treme 125

- WALLCON X-treme 150 STRADA WALL X-treme 150 WALLCON X-treme 150

;g WALLCON 42 STRADA WALL 42 WALLCON 42
WALLCON 50 STRADA WALL 50 WALLCON 50
WALLCON 67 STRADA WALL 67 WALLCON 67

WALLCON 115

STRADA WALL 115

WALLCON 115

WALLCON 125

STRADA WALL 125

WALLCON 125

WALLCON 150

STRADA WALL 150

WALLCON 150




Number

Issue date

Due date

Page

106144/01

01-09-2020

01-09-2023

4 0of 5

Replaces

Contract number

Scope

E 2452

kiwa

Module D

(EU) 2016/426 (9 March 2016)
(EU) 92/42/EEC (21 May 1992)
(EU) 813/2013 (2 August 2013)

APPENDIX TO CE SURVEILLANCE CERTIFICATE
(GAR / BED / R 813)

Report number: 30-13872 (SZU)
Product ID Number: CE-1015CT0639
Condensing hot water boiler burning natural gas (G20)

Test Report Nr.

30-13872/T

30-14413/1/T

Certificate Nr.

SZU E-30-00492-18

1015-GAR-00879-20

Final Report Nr.

30-13872

BED Certificate

E-30-01319-15-rev. 1

1015-BED-00881-20

GAR Certificate

E-30-00492-18

1015-GAR-00879-20

File Name 2 2

Scope Models which are marked with* are in scope of GAR only. Because heat inputs are higher than 400 kW.

Brand GASSERO MHG GASSERO GASSERO MHG GASSERO
ULTRABOX 210 ULTRABOX 210 ULTRABOX 335 PN ULTRABOX 335 PN
ULTRABOX 255 ULTRABOX 255 ULTRABOX 430 PN* ULTRABOX 430 PN*
ULTRABOX 315 ULTRABOX 315 ULTRABOX 500 PN* ULTRABOX 500 PN*
ULTRABOX 420* ULTRABOX 420* ULTRABOX 530 PN* ULTRABOX 530 PN*
ULTRABOX 510* ULTRABOX 510* ULTRABOX 660 PN* ULTRABOX 660 PN*

- ULTRABOX 570* ULTRABOX 570* ULTRABOX 1030 PN* ULTRABOX 1030 PN*

é ULTRABOX 630* ULTRABOX 630* ULTRABOX 1060 PN* ULTRABOX 1060 PN*

ULTRABOX 1000*

ULTRABOX 1000*

ULTRABOX 1160 PN*

ULTRABOX 1160 PN*

ULTRABOX 1125*

ULTRABOX 1125*

ULTRABOX 1320 PN*

ULTRABOX 1320 PN*

ULTRABOX 1330 PN*

ULTRABOX 1330 PN*

ULTRABOX 2060 PN*

ULTRABOX 2060 PN*

ULTRABOX 2660 PN*

ULTRABOX 2660 PN*




Number

Issue date

Due date

Page

106144/01

01-09-2020

01-09-2023

50f5

Replaces

Contract number

Scope

- kiwa

E 2452 Module D

(EU) 2016/426 (9 March 2016)
(EU) 92/42/EEC (21 May 1992)
(EU) 813/2013 (2 August 2013)

APPENDIX TO CE SURVEILLANCE CERTIFICATE

(GAR / BED / R 813)

Test Report Nr.

39-13977/T (Superbox 150)-30-13871/T (500-1000 V/H)

Certificate Nr.

SZU E-30-00491-18

Final Report Nr.

30-13871

BED Certificate

E-30-00574-18

GAR Certificate

File Name 3

Scope Models which are marked with * are in scope of GAR only. Because heat
inputs are higher than 400 kW.

Brand GASSERO MHG GASSERO
SUPERBOX 150 SUPERBOX 150

_ SUPERBOX 500* SUPERBOX 500*

]

é SUPERBOX 1000 V* SUPERBOX 1000 V*

SUPERBOX 1000 H*

SUPERBOX 1000 H*
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Strojirensky zkusebni ustav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Certifikaéni organ certifikujici produkty
Engineering Test Institute, Public Enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic
Product Certification Body

CERTIFIKAT
CERTIFICATE

podle smérnice 2014/30/EU (elektromagneticka kompatibilita)
pursuant to Directive 2014/30/EU (Electromagnetic compatibility)

e E-30-01167-17

Number

Drzitel certifikatu: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Owner of Cetrtificate 4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul

Turecko — Turkey
Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer 4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul

Turecko — Turkey
Vyrobek: Kotel teplovodni kondenzaéni (premix) pro spalovani zemniho
Product plynu (G20)

Premix condensing hot-water boiler buming natural gas (G20)
Typoveé oznaceni: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada,
Type designation Scopula, Exinox, Firefox, Baccara, Expanse, Schahane
Aplikované normy: CSN EN 61000-6-3 ed.2:2007, CSN EN 55014-1 ed.3:2007
Standards applied CSN EN 61000-3-2 ed.4:2015, CSN EN 61000-3-3 ed.3:2014

CSN EN 55014-2 ed.2:2017

Podklad pro vydani certifikatu:  Zavéreény protokol &. 30-13501/E ze dne 2017-11-23
Basis of Certificate issuance Final Report 30-13501/E of 2017-11-23

Strojirensky zkuSebni ustav, s.p. potvrzuje, Ze vySe uvedeny vyrobek spliiuje zéakladni pozadavky
smérnice 2014/30/EU (nafizeni vliady ¢. 117/2016 Sb.). Certifikat plati do 2022-11-22.

Pouzité certifikacni schéma: CSN EN ISO/IEC 17067:2014, schéma 1a.

Strojirensky zkusebni ustav, s.p. (Engineering Test Institute, Public Enterprise) hereby confirms that the above-
mentioned product fulfils the essential requirements of Directive 2014/30/EU (Government Regulation 117/2016
Coll.). The Certificate is valid till 2022-11-22.

Certification scheme applied: CSN EN ISO/IEC 17067:2014, Scheme 1a.

Brno, 2017-11-23

Ing. Tomas Hruska
feditel - Director

E-30-01167-17, strana — page 1 (2)

Strojirensky zkusebni ustav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Engineering Test Institute, public enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic
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PRAVIDLA PRO NAKLADANI S CERTIFIKATEM:

Tento certifikat ztistava v platnosti po dobu, po kterou se pozadavky stanovené aplikovanymi normami
a technickym predpisem, na které byl uveden odkaz, vyrazné nezmeéni.

Certifikat se mlze pouzivat pouze jako certifikat vyrobk(, jejichz specifikace je uvedena na 1. strané.
To plati i pro pouziti v reklamnich, propaga¢nich a komerénich materialech.

Je zakazano ménit, dopliovat nebo piepisovat udaje v certifikatu.

Certifikatem nelze dokladat viastnosti vyrobk(, u kterych byla provedena bez souhlasu Strojirenského
zku$ebniho Ustavu, s.p. zména ovliviiujici shodu s technickymi pozadavky, specifikovanymi na
1. strane.

Neopravnéné nebo klamavé pouziti certifikatu mize mit za nasledek jeho odnéti.

RULES FOR USING THE CERTIFICATE:

This Certificate shall remain valid for the period for which the requirements defined in the applied and referred to
standards and regulatory technical requirements remain substantially unchanged.

This Certificate may be used as a certificate only for the products specified on Page 1. This also applies to its use
in advertising, promotional and commercial materials.

It is prohibited to change, amend or overwrite the data contained in this Certificate.

This Certificate may not be used for the products changed without the consent of the Engineering Test Institute,
Public Enterprise, in such a way that conformity with the technical requirements specified on Page 1 has been
affected.

Unauthorised or deceitful use of this Certificate may result in its withdrawal.

E-30-01167-17, strana — page 2 (2)
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Strojirensky zkuSebni ustav, s.p. (Engineering Test Institute, Public Enterprise)
CertifikaCni organ certifikujici produkty / Product Certification Body
Hudcova 424/56b, 621 00 Brno, Ceska republika / Czech Republic

CERTIFIKAT / CERTIFICATE

nafizeni vlady ¢. 117/2016 Sbh. a smérnice 2014/30/EU (Elektromagneticka kompatibilita)
Government Regulation 117/2016 Coll. and Directive 2014/30/EU (Electromagnetic compatibility)

Gislo  E.30.00180-18

Drzitel certifikatu: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Owner of Cerlificate Istanbul Endustri ve Ticaret Serbest Bélgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer Istanbul Endustri ve Ticaret Serbest Bélgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Vyrobky: Kondenzacni teplovodni kotle na zemni plyn (G20)

Products Condensing hot-water boiler burning natural gas (G20)

Typ/Model: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula, Exinox,
Type/Model Firefox, Baccara, Expanse, Schahane

viz 2. strana / see Page 2

Aplikované normy: CSN EN 61000-3-2 ed.4:2015, CSN EN 61000-3-3 ed.3:2014,
Standards applied CSN EN 61000-6-3 ed.2:2007, CSN EN 55014-1 ed.3:2007,
CSN EN 55014-2 ed.2:2017

Podklad pro vydani certifikatu: Zaveérecny protokol €. 30-13501/E1 ze dne 2018-02-27
Basis of Ceftificate issuance Final Report 30-13501/E1 of 2018-02-27

Certifikat plati do: 2023-02-27
Certificate valid until

Strojirensky zkuZebni ustav, s.p., potvrzuje, ze vy3e uvedené vyrobky jsou ve shodé se zakladnimi
technickymi pozadavky stanovenymi v pfiloze 1 a Ze technicka dokumentace odpovida pfiloze 2 k nafizeni
viady €. 117/2016 Sb. (odpovida pfiloze | a Il smérnice Evropského parlamentu a Rady 2014/30/EU).
Vysledky pfezkoumani technické dokumentace, Gdaje potiebné k identifikaci vy$e uvedenych vyrobk( a
zavéry prezkoudeni jsou obsaZeny v zavéreéném protokolu. Pravidla pro nakladani s certifikatem jsou
uvedena na 2. strané.

Strojirensky zkuSebni ustav, s.p., Engineering Test Institute, Public Enterprise, hereby confirms that the above-
mentioned products are in conformity with the essential technical requirements set forth in Annex 1 and that the
technical documentation conforms to Annex 2 of Government Regulation 117/2016 Coll. (corresponding to Annex
I and Annex Il of Directive 2014/30/EU of the European Parliament and of the Council). The results of the
technical documentation review, the data necessary for identification of the above-mentioned products and the
conclusions drawn from testing are contained in the Final Report. The rules for using the Certificate are specified
on Page 2.

Pouzité certifikaéni schéma: CSN EN ISO/IEC 17067:2014, schéma 1a.

Product certification scheme applied: CSN EN ISO/IEC 17067:2014, Scheme 1a. J
Brno, 2018-02-28 / ™ s e N e e L
/ o i\ Ing. Ale On
[ C o ) zastupce fedite
D M > | Deputy Director

E-30-00180-18 Strana - Page 1/2
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Specifikace kotlt / Specification of the boilers:

Znacka
Brand

Model

Gassero

Alubox X-treme LX 700

Blaudens

Bodens X-treme LX 700

Meksis

Alu-Mek X-treme LX 700

Cropina

Cropina X-treme LX 700

Scirocco

Scirocco X-treme |LX 700

Strada

Strada X-treme LX 700

Model

Alubox X-treme 710

Bodens X-treme 710

Alu-Mek X-treme 710

Cropina X-treme 710

Scirocco X-treme 710

Strada X-treme 710

Model

Alubox X-treme 880

Bodens X-treme 880

Alu-Mek X-treme 880

Cropina X-treme 880

Scirocco X-treme 880

Strada X-treme 880

Model

Alubox X-treme 1065

Bodens X-treme 1065

Alu-Mek X-treme 1065

Cropina X-treme 1065

Scirocco X-treme 1065

Strada X-treme 1065

Znacka
Brand

Model

Scopula

Scopula X-treme LX 700

Exinox

Exinox X-treme LX 700

Firefox

Firefox X-treme LX 700

Baccara

Baccara X-treme LX 700

Expanse

Expanse X-treme LX 700

Schahane

Schahane X-treme LX 700

Model

Scopula X-treme 710

Exinox X-treme 710

Firefox X-treme 710

Baccara X-treme 710

Expanse X-treme 710

Schahane X-treme 710

Model

Scopula X-treme 880

Exinox X-treme 880

Firefox X-treme 880

Baccara X-treme 880

Expanse X-treme 880

Schahane X-treme 880

Model

Scopula X-treme 1065

Exinox X-treme 1065

Firefox X-treme 1065

Baccara X-treme 1065

Expanse X-treme 1065

Schahane X-treme 1065

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Spinéni pozadavku nafizeni viady €. 117/2016 Sb. (smérnice 2014/30/EU) bylo odvozeno ze splnéni poZadavkl pouzitych
norem, které jsou uvedeny na 1. strané certifikatu. Novelizace nékterého z uvedenych normativnich dokumentl, zejména
novelizace norem nebo vydani novych norem, mize zménit skute¢nosti, za kterych byl certifikat vydan. V takovém pripadé je
tfeba pouzitelnost certifikatu prezkoumat.

Certifikat se muzZe pouZivat pouze jako certifikat vyrobku, jejichz specifikace je uvedena na 1. a 2. strané. To plati i pro pouZiti
v reklamnich, propagaénich a komerénich materialech. Neopravnéné nebo klamavé pouZiti certifikatu muze byt sankcionovano.

Je zakazano meénit, dopliiovat nebo prepisovat lidaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobkl, u nichz byla provedena bez souhlasu Strojirenského zkusebniho ustavu, s.p.,
zména ovliviujici shodu s pouzitymi normami a technickymi piedpisy.

Certifikaéni organ pozaduje, aby drZitel certifikatu vedl zdznamy o v8ech stiznostech a opatenich k napravé, které se tykaji
vyrobk(, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

Fulfilment of the requirements of Government Regulation 117/2016 Coll. (Directive 2014/30/EU) has been derived from
fulfilment of the requirements of the standards applied, as specified on Page 1 of the Certificate. Amendments to any of the
normative documents listed, in particular amendments to the standards or issuance of new standards may change the
circumstances under which the Certificate was issued. In such a case, the usability of the Certificate must be reviewed.

The Certificate may only be used as a certificate for the products specified on Pages 1 and 2. This also applies to its use in
advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the products changed without the consent of the Engineering
Test Institute in such a way that the conformity with the standards and technical regulations applied has been affected.

The Certification Body requires the Certificate holder to keep records of all the complaints and corrective actions relating to the
products covered by this Certificate.

E-30-00180-18 Strana - Page 2/2
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Strojirensky zkusebni tstav, s.p. (Engineering Test Institute, Public Enterprise)
Certifikacni organ certifikujici produkty / Product Certification Body
Hudcova 424/56b, 621 00 Brno, Ceska republika / Czech Republic

CERTIFIKAT / CERTIFICATE

nafizeni vlady €. 117/2016 Sb. a smérnice 2014/30/EU (Elektromagneticka kompatibilita)
Government Regulation 117/2016 Coll. and Directive 2014/30/EU (Electromagnetic compatibility)

Giso.  EMC-B-00789-19

Drzitel certifikatu: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Owner of Certificate Istanbul Endistri ve Ticaret Serbest Bélgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer Istanbul Endustri ve Ticaret Serbest Bélgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Vyrobky: Kondenzaéni teplovodni kotle na zemni plyn (G20)
Products Condensing hot-water boilers buming natural gas (G20)
Typ/Model: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula, Exinox,
Type/Model Firefox, Baccara, Expanse, Schahane
viz 2. strana / see Page 2
Aplikované normy: CSN EN 61000-3-2 ed.4:2015, CSN EN 61000-3-3 ed.3:2014,
Standards applied CSN EN 61000-6-3 ed.2:2007, CSN EN 55014-1 ed.4:2017,

CSN EN 55014-2 ed.2:2017

Podklad pro vydani certifikatu: Zavérecny protokol €. 30-13501/2/EZ ze dne 2019-01-10
Basis of Certificate issuance Final Report 30-13501/2/EZ of 2019-01-10

Certifikat plati do: 2024-03-06
Certificate valid until

Strojirensky zkusebni ustav, s.p., potvrzuje, Ze vy3e uvedené vyrobky jsou ve shodé se zakladnimi
technickymi pozadavky stanovenymi v pfiloze 1 a Ze technicka dokumentace odpovida pfiloze 2 k nafizeni
vlady ¢. 117/2016 Sb. (odpovida pfiloze | a Il smérnice Evropského parlamentu a Rady 2014/30/EU).
Vysledky pfezkoumani technické dokumentace, udaje potfebné k identifikaci vy$e uvedenych vyrobkll a
zavéry prezkou$Seni jsou obsazeny v zavéreéném protokolu. Pravidla pro nakladani s certifikatem jsou
uvedena na 2. strang.

Strojirensky zkusebni ustav, s.p., Engineering Test Institute, Public Enterprise, hereby confirms that the above-
mentioned products are in conformity with the essential technical requirements set forth in Annex 1 and that the
technical documentation conforms to Annex 2 of Government Regulation 117/2016 Coll. (corresponding to Annex
| and Annex Il of Directive 2014/30/EU of the European Parliament and of the Council). The results of the
technical documentation review, the data necessary for identification of the above-mentioned products and the
conclusions drawn from testing are contained in the Final Report. The rules for using the Certificate are specified
on Page 2.

Pouzité certifikaéni schéma: CSN EN ISO/IEC 17067:2014, schéma 1a.
Product certification scheme applied: CSN EN ISO/EC 17067:2014, Scheme 1a. ,'l

T MU SIS

Brno, 2019-03-07

zastupce feditel
Deputy Director

|
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Specifikace kotlt / Specification of the boilers:

Znatka Gassero Blaudens Meksis Cropina Scirocco Shraaa
Brand

Model |Alubox X-treme 1315| Bodens X-treme 1315 | Alu-Mek X-treme 1315 | Cropina X-treme 1315 | Scirocco X-treme 1316 | Strada X-treme 1315
Model |Alubox X-treme 1460 | Bodens X-treme 1460 | Alu-Mek X-treme 1460 | Cropina X-treme 1460 | Scirocco X-treme 1460 | Strada X-treme 1460
Model |Alubox X-treme 1550 | Bodens X-treme 1550 | Alu-Mek X-treme 1550 | Cropina X-freme 1550 | Scirocco X-treme 1550 | Strada X-treme 1550
Znacka Scopula Exinox Firefox Baccara EXEAnEs Senahans
Brand

Model |[Scopula X-treme 1315| Exinox X-treme 1315 | Firefox X-treme 1315 | Baccara X-treme 1315 | Expanse X-treme 1315 |Schahane X-treme 1315
Model |Scopula X-treme 1460| Exinox X-treme 1460 | Firefox X-treme 1460 | Baccara X-treme 1460 |Expanse X-treme 1460 |Schahane X-freme 1460
Model [Scopula X-treme 1550| Exinox X-treme 1550 | Firefox X-treme 1550 | Baccara X-treme 1550 |Expanse X-treme 1550 |Schahane X-treme 1550
Znacka . . .

Brand Gassero Blaudens Meksis Cropina Scirocco Strada
Model |Alubox X-treme 1760 | Bodens X-treme 1760 | Alu-Mek X-treme 1760 | Cropina X-treme 1760 | Scirocco X-treme 1760 | Strada X-treme 1760
Model |Alubox X-treme 2630 | Bodens X-treme 2630 | Alu-Mek X-treme 2630 | Cropina X-treme 2630 | Scirocco X-treme 2630 | Strada X-treme 2630
Model |Alubox X-treme 2920 | Bodens X-treme 2920 | Alu-Mek X-treme 2920 | Cropina X-treme 2920 | Scirocco X-treme 2920 | Strada X-treme 2920
Model |Alubox X-treme 3100 | Bodens X-treme 3100 | Alu-Mek X-treme 3100 | Cropina X-treme 3100 | Scirocco X-treme 3100 | Strada X-treme 3100
ZnacCka Scopula Exinox Firefox Baccara Expanse Schahane
Brand

Model |[Scopula X-treme 1760| Exinox X-treme 1760 | Firefox X-treme 1760 | Baccara X-treme 1760 |Expanse X-treme 1760 |Schahane X-treme 1760
Model |[Scopula X-treme 2630| Exinox X-treme 2630 | Firefox X-treme 2630 | Baccara X-treme 2630 |Expanse X-treme 2630 |Schahane X-treme 2630
Model |[Scopula X-treme 2920| Exinox X-treme 2920 | Firefox X-treme 2920 | Baccara X-freme 2920 |Expanse X-treme 2920 |Schahane X-treme 2020
Model |[Scopula X-treme 3100| Exinox X-treme 3100 | Firefox X-treme 3100 | Baccara X-treme 3100 |Expanse X-treme 3100 |Schahane X-treme 3100

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Spinéni pozadavkl nafizeni vliady & 117/2016 Sb. (smérnice 2014/30/EU) bylo odvozeno ze splnéni pozadavk( pouzitych
norem, které jsou uvedeny na 1. strané certifikatu. Novelizace nékterého z uvedenych normativnich dokumentu, zejména
novelizace norem nebo vydani novych norem, mize zménit skutecnosti, za kterych byl certifikat vydan. V takovém pfipadé je
tfeba pouzitelnost certifikatu pfezkoumat.

Certifikat se mizZe pouzivat pouze jako certifikat vyrobku, jejichz specifikace je uvedena na 1. a 2. strané. To plati i pro pouZiti
v reklamnich, propagaénich a komerénich materialech. Neopravnéné nebo klamavé pouZiti certifikatu muzZe byt sankcionovano.

Je zakézano ménit, doplfiovat nebo piepisovat Gdaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobku, u nichz byla provedena bez souhlasu Strojirenského zku$ebniho ustavu, s.p.,
zména ovliviujici shodu s pouzitymi normami a technickymi predpisy.

Certifikacni organ pozaduje, aby drzitel certifikatu ved| zaznamy o vSech stiznostech a opatfenich k napravé, které se tykaji
vyrobkl, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

Fulfilment of the requirements of Government Regulation 117/2016 Coll. (Directive 2014/30/EU) has been derived from
fulfilment of the requirements of the standards applied, as specified on Page 1 of the Certificate. Amendments to any of the
normative documents listed, in particular amendments to the standards or issuance of new standards may change the
circumstances under which the Certificate was issued. In such a case, the usability of the Certificate must be reviewed.

The Certificate may only be used as a certificate for the products specified on Pages 1 and 2. This also applies to its use in
advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the products changed without the consent of the Engineering
Test Institute in such a way that the conformity with the standards and technical regulations applied has been affected.

The Certification Body requires the Certificate holder to keep records of all the complaints and corrective actions relating to the
products covered by this Certificate.
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Strojirensky zkusebni Ustav, s.p. (Engineering Test Institute, Public Enterprise)
Certifikacni organ certifikujici produkty / Product certification body
Hudcova 424/56b, 621 00 Brno, Ceska republika / Czech Republic

CERTIFIKAT / CERTIFICATE

nafizeni vlady €. 118/2016 Sb. a smérnice 2014/35/EU (Nizké napéti)
Government Regulation 118/2016 Coll. and Directive 2014/35/EU (Low voltage)

Cislo:  E.30.01166-17

Number

Drzitel certifikatu: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Owner of Certificate 4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul

Turecko — Turkey
Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer 4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul

Turecko — Turkey
Vyrobek: Kotel teplovodni kondenzaéni (premix) pro spalovani zemniho
Product plynu (G20)

Premix condensing hot-water boiler buming natural gas (G20)
Typ/Model: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada,
Type/Model Scopula, Exinox, Firefox, Baccara, Expanse, Schahane
Aplikované normy: CSN EN 60335-1 ed.3:2012, CSN EN 60335-2-102:2007,
Standards applied CSON EN 62233:2008
Podklad pro vydani certifikatu: Zaveéreény protokol €. 30-13501/E ze dne 2017-11-23
Basis of Cettificate issuance Final Report 30-13501/E of 2017-11-23
Certifikat plati do: 2022-11-22

Certificate valid until

Strojirensky zkuebni Ustav, s.p., potvrzuje, ze vySe uvedeny vyrobek je ve shodé se zakladnimi
technickymi pozadavky stanovenymi v piiloze 1 a Ze technicka dokumentace odpovida pfiloze 3
k nafizeni vlady ¢. 118/2016 Sh. (odpovida pfiloze | a lll smérnice Evropského parlamentu a Rady
2014/35/EU). Vysledky prezkoumani technické dokumentace, udaje potfebné k identifikaci vyse
uvedeneého vyrobku a zavéry pfezkoudeni jsou obsazeny v zavére¢ném protokolu. Pravidla pro
nakladani s certifikatem jsou uvedena na druhé strané.

Strojirensky zkuSebni tstav, s.p., Engineering Test Institute, Public Enterprise, confirms that the above-mentioned
product is in conformity with the essential technical requirements set forth in Annex 1 and that the technical
documentation conforms to Annex 3 of Govemment Regulation 118/2016 Coll. (corresponding to Annex | and
Annex Il of Directive 2014/35/EU of the European Parlfiament and of the Council). For the results of the review of
the technical documentation, the information necessary to identify the above-mentioned product and the
conclusions of testing see the final report. The rules for using the Certificate are specified overleaf.

Pouzité certifikaéni schéma: CSN EN ISO/IEC 17067:2014, schéma 1a.
Product certification scheme applied: CSN EN ISO/IEC 17067:2014, scheme type 1a.
AL ZKUS

WA

Brno, 2017-11-23

Tt Ing. Tomas Hruska
— feditel — Director
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PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Splnéni pozadavk( nafizeni viady ¢. 118/2016 Sb. (smérnice 2014/35/EU) bylo odvozeno ze spinéni poZadavk(
pouzitych norem, které jsou uvedeny na prvni strané certifikatu. Novelizace nékterého z uvedenych normativnich
dokumentll, zejména novelizace norem nebo vydani novych norem, mlZe zménit skutecnosti, za kterych byl
certifikat vydan. V takovém pripadé je tieba pouzitelnost certifikatu prezkoumat.

Certifikat se miize pouzivat pouze jako certifikat vyrobku, jehoz specifikace je uvedena na pfedchazejici strané.
To plati i pro pouziti v reklamnich, propagacnich a komerénich materialech. Neopravnéné nebo klamaveé pouziti
certifikatu mize byt sankcionovano.

Je zakazano ménit, doplfiovat nebo prepisovat tdaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobk(, u nichZ byla provedena bez souhlasu Strojirenského zkuSebniho
ustavu, s.p., zména ovliviujici shodu s pouzitymi normami a technickymi predpisy.

Certifikacni organ pozaduje, aby drzitel certifikatu vedl zaznamy o v8ech stiznostech a opatfenich k napravée,
které se tykaji vyrobk(, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

Fulfilment of the requirements of Government Regulation 118/2016 Coll. (Directive 2014/35/EU) was derived from
the fulfilment of the requirements of the standards applied, as specified on page one of the Certificate. The
amendment to any of the normative documents listed, especially the amendment to or issue of new standards,
may change the circumstances upon which the Cerlificate was issued. In this case, the usability of the Certificate
must be reviewed.

The Certificate may only be used as a cerlificate for the product specified on the previous page. This also holds
frue for the use in advertising, promotional and commercial materials. Unauthonised or deceitful use of the
Certificate may be sanctioned.

It is forbidden to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of products changed without the consent of the
Engineering Test Institute in such a way that conformity with the standards and technical regulations applied is
affected.

The Certification Body requires that the Certificate holder keeps records of all complaints and corrective actions
applicable to the products included under this Certificate.
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technickymi pozadavky stanovenymi v pfiloze 1 a Ze technicka dokumentace odpovida pfiloze 3 k nafizeni
vlady €. 118/2016 Sb. (odpovida pfiloze | a Ill smérnice Evropského parlamentu a Rady 2014/35/EU).
Vysledky piezkoumani technické dokumentace, Udaje potiebné k identifikaci vy$e uvedenych vyrobkl a
zavéry prezkouSeni jsou obsazeny v zavérecnem protokolu. Pravidla pro nakladani s certifikatem jsou
uvedena na 2. strané.

Strojirensky zkusebni Gstav, s.p. (Engineering Test Institute, Public Enterprise)
CertifikaCni organ certifikujici produkty / Product Certification Body

Hudcova 424/56b, 621 00 Brno, Ceska republika / Czech Republic
CERTIFIKAT /| CERTIFICATE
nafizeni vlady &. 118/2016 Sh. a smérnice 2014/35/EU (Nizké napéti)
Government Regulation 118/2016 Coll. and Directive 2014/35/EU (Low voltage)
Cislo: ’
Moo E-30-00179-18 :
Drzitel certifikatu: Gassero Isi Teknolojileri Sanayi Limited Sirketi :
Owner of Certificate Istanbul Endustri ve Ticaret Serbest Bélgesi =
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul -
Turecko — Turkey =
V/yrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi '
Manufacturer Istanbul Endustri ve Ticaret Serbest Bélgesi =
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul }
Turecko — Turkey =
»\‘i
Vyrobky: Kondenzacni teplovodni kotle na zemni plyn (G20) =
Products Condensing hot-water boiler burning natural gas (G20) =
Typ/Model: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula, Exinox, J
Type/Model Firefox, Baccara, Expanse, Schahane
viz 2. strana / see Page 2
Aplikované normy: CSN EN 60335-1 ed.3:2012, CSN EN 60335-2-102:2007,
Standards applied CSN EN 62233:2008 -
=
Podklad pro vydani certifikatu: Zavéreény protokol €. 30-13501/E1 ze dne 2018-02-27 ;
Basis of Cerlificate issuance Final Report 30-13501/E1 of 2018-02-27
Certifikat plati do: 2023-02-27
Certificate valid until =
Strojirensky zku$ebni ustav, s.p., potvrzuje, ze vySe uvedené vyrobky jsou ve shodé se zakladnimi 5

Strojirensky zkuSebni tstav, s.p., Engineering Test Institute, Public Enterprise, hereby confirms that the above-
mentioned products are in conformity with the essential technical requirements set forth in Annex 1 and that the
technical documentation conforms to Annex 3 of Government Regulation 118/2016 Coll. (corresponding to Annex
I and Annex Il of Directive 2014/35/EU of the European Parliament and of the Council). The results of the
technical documentation review, the data necessary for identification of the above-mentioned products and the
conclusions drawn from testing are contained in the Final Report. The rules for using the Certificate are specified
on Page 2.

Pouzité certifikaéni schéma; CSN EN ISO/IEC 17067:2014, schéma 1a.
Product certification scheme applied: CSN EN ISO/IEC 17067:2014, Scheme 1a. d

Bmo, 2018-02-28 RS . O

zastupce reditele
Deputy Director
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Specifikace kotl(i / Specification of the boilers:

Znacka
Brand

Model

Gassero

Alubox X-treme LX 700

Blaudens

Bodens X-treme LX 700

Meksis

Alu-Mek X-treme LX 700

Cropina

Cropina X-treme LX 700

Scirocco

Scirocco X-treme LX 700

Strada

Strada X-treme LX 700

Model

Alubox X-treme 710

Bodens X-treme 710

Alu-Mek X-treme 710

Cropina X-treme 710

Scirocco X-treme 710

Strada X-treme 710

Model

Alubox X-treme 880

Bodens X-treme 880

Alu-Mek X-treme 880

Cropina X-treme 880

Scirocco X-treme 880

Strada X-treme 880

Model

Alubox X-treme 1065

Bodens X-treme 1065

Alu-Mek X-treme 1065

Cropina X-treme 1065

Scirocco X-treme 1065

Strada X-treme 1065

Znacka
Brand

Model

Scopula

Scopula X-treme LX 700

Exinox

Exinox X-treme LX 700

Firefox

Firefox X-treme LX 700

Baccara

Baccara X-treme LX 700

Expanse

Expanse X-treme LX 700

Schahane

Schahane X-treme LX 700

Model

Scopula X-treme 710

Exinox X-treme 710

Firefox X-treme 710

Baccara X-treme 710

Expanse X-treme 710

Schahane X-treme 710

Model

Scopula X-treme 880

Exinox X-treme 880

Firefox X-treme 880

Baccara X-treme 880

Expanse X-treme 880

Schahane X-treme 880

Model

Scopula X-treme 1065

Exinox X-treme 1065

Firefox X-treme 1065

Baccara X-treme 1065

Expanse X-treme 1065

Schahane X-treme 1065

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Splnéni pozadavku nafizeni viady ¢. 118/2016 Sb. (smérnice 2014/35/EU) bylo odvozeno ze spinéni poZadavklu pouZitych
norem, které jsou uvedeny na 1. strané certifikatu. Novelizace nékterého z uvedenych normativnich dokumentl, zejména
novelizace norem nebo vydani novych norem, muze zménit skuteénosti, za kterych byl certifikat vydan. V takovém pfipadé je
treba pouzitelnost certifikatu pfezkoumat.

Certifikat se muZe pouzivat pouze jako certifikat vyrobku, jejichz specifikace je uvedena na 1. a 2. strané. To plati i pro pouziti
v reklamnich, propagaénich a komerénich materialech. Neopravnéné nebo klamavé pouziti certifikatu mize byt sankcionovano.

Je zakazano ménit, doplfiovat nebo prepisovat tdaje v certifikatu.

Certifikatem nelze dokladat viastnosti vyrobku, u nichz byla provedena bez souhlasu Strojirenského zkusebniho ustavu, s.p.,
zmeéna ovliviujici shodu s pouzitymi normami a technickymi predpisy.

Certifikani organ pozaduje, aby drzitel certifikatu vedl zaznamy o v8ech stiznostech a opatienich k napravé, které se tykaji
vyrobku, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

Fulfilment of the requirements of Government Regulation 118/2016 Coll. (Directive 2014/35/EU) has been derived from
fulfilment of the requirements of the standards applied, as specified on Page 1 of the Certificate. Amendments to any of the
normative documents listed, in particular amendments to the standards or issuance of new standards may change the
circumstances under which the Certificate was issued. In such a case, the usability of the Certificate must be reviewed.

The Certificate may only be used as a certificate for the products specified on Pages 1 and 2. This also applies to its use in
advertising, promotional and commercial materials. Unauthorised or deceptive use of the Certificate may be sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the products changed without the consent of the Engineering
Test Institute in such a way that the conformity with the standards and technical regulations applied has been affected.

The Certification Body requires the Certificate holder to keep records of all the complaints and corrective actions relating to the
products covered by this Certificate.
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Strojirensky zkusebni tstav, s.p. (Engineering Test Institute, Public Enterprise)
Certifikacni organ certifikujici produkty / Product Certification Body
Hudcova 424/56b, 621 00 Brno, Ceska republika / Czech Republic

CERTIFIKAT /| CERTIFICATE

narizeni vliady €. 118/2016 Sb. a smérnice 2014/35/EU (Nizké napéti)
Government Regulation 118/2016 Coll. and Directive 2014/35/EU (Low voltage)

Cislo: LVD-B-00790-19

Number
Drzitel certifikatu: Gassero Isi Teknolojileri Sanayi Limited Sirketi !
Owner of Certificate Istanbul Endustri ve Ticaret Serbest Bélgesi

4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul
Turecko — Turkey

Vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi
Manufacturer Istanbul Endustri ve Ticaret Serbest Bélgesi
4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul =
Turecko — Turkey

Vyrobky: Kondenzaéni teplovodni kotle na zemni plyn (G20)
Products Condensing hot-water boilers burning natural gas (G20) :
Typ/Model: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada, Scopula, Exinox,
Type/Model Firefox, Baccara, Expanse, Schahane

viz 2. strana / see Page 2
Aplikované normy: CSN EN 60335-1 ed.3:2012, CSN EN 60335-2-102 ed.2:2016, H
Standards applied CSN EN 62233:2008 :
Podklad pro vydani certifikatu: ~ Zavéreény protokol &. 30-13501/2/EZ ze dne 2019-01-10
Basis of Certificate issuance Final Report 30-13501/2/EZ of 2019-01-10
Certifikat plati do: 2024-03-06

Certificate valid until

Strojirensky zkuSebni ustav, s.p., potvrzuje, Ze vySe uvedené vyrobky jsou ve shodé se zakladnimi
technickymi pozadavky stanovenymi v pfiloze 1 a Ze technicka dokumentace odpovida pfiloze 3 k nafizeni
vlady €. 118/2016 Sb. (odpovida pfiloze | a Ill smérnice Evropského parlamentu a Rady 2014/35/EU).
Vysledky pfezkoumani technické dokumentace, Udaje potfebné k identifikaci vy$e uvedenych vyrobkl a
zAavéry prezkou$eni jsou obsazeny v zavéreéném protokolu. Pravidla pro nakladani s certifikatem jsou
uvedena na 2. strané.

Strojirensky zkuSebni Gstav, s.p., Engineering Test Institute, Public Enterprise, hereby confirms that the above-
mentioned products are in conformity with the essential technical requirements set forth in Annex 1 and that the
technical documentation conforms to Annex 3 of Govemment Regulation 118/2016 Coll. (corresponding to Annex
I and Annex Ill of Directive 2014/35/EU of the European Parliament and of the Council). The results of the
technical documentation review, the data necessary for identification of the above-mentioned products and the
conclusions drawn from testing are contained in the Final Report. The rules for using the Certificate are specified
on Page 2.

Pouzité certifika&ni schéma: CSN EN ISO/IEC 17067:2014, schéma 1a. =
Product certification scheme applied: CSN EN ISO/IEC 17067:2014, Scheme 1a. O =

...... «-wv—"'-_'\le . %
Ing. Ale§ Ond =

zastupce reditele
Deputy Director

PSFISIIINIIINIIRINIINIINNIVONNIRIIAINNN!

Brno, 2019-03-07
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Specifikace kotlt / Specification of the boilers:

Znalka Gassero Blaudens Meksis Cropina Scirocco Strada
Brand
Model [Alubox X-treme 1315 | Bodens X-treme 1315 | Alu-Mek X-treme 1315 | Cropina X-treme 1315 | Scirocco X-treme 1315 | Strada X-treme 1315
Model [Alubox X-treme 1460 | Bodens X-treme 1460 | Alu-Mek X-treme 1460 | Cropina X-treme 1460 | Scirocco X-treme 1460 | Strada X-freme 1460
Model |Alubox X-treme 1650 | Bodens X-treme 1550 | Alu-Mek X-treme 1550 | Cropina X-treme 1550 | Scirocco X-treme 1550 | Strada X-treme 1550
Znacka Scopula Exinox Firefox Baccara Expane Sendbane
Brand
Model [Scopula X-treme 1315| Exinox X-treme 1315 | Firefox X-treme 1315 | Baccara X-treme 1315 |Expanse X-treme 1315 |Schahane X-treme 1315
Model |[Scopula X-treme 1460| Exinox X-treme 1460 | Firefox X-treme 1460 | Baccara X-treme 1460 |Expanse X-treme 1460 |Schahane X-treme 1460
Model |[Scopula X-treme 1550| Exinox X-treme 1550 | Firefox X-treme 1550 | Baccara X-treme 1550 |Expanse X-treme 1550 |Schahane X-treme 1550
anECka Gassero Blaudens Meksis Cropina Scirocco Strada

rand
Model [Alubox X-treme 1760 | Bodens X-treme 1760 | Alu-Mek X-treme 1760 | Cropina X-treme 1760 | Scirocco X-treme 1760 | Strada X-treme 1760
Model [Alubox X-treme 2630 | Bodens X-treme 2630 | Alu-Mek X-treme 2630 | Cropina X-treme 2630 | Scirocco X-treme 2630 | Strada X-treme 2630
Model |Alubox X-treme 2920 | Bodens X-treme 2920 | Alu-Mek X-treme 2920 | Cropina X-treme 2920 | Scirocco X-treme 2920 | Strada X-treme 2920
Model |Alubox X-treme 3100 | Bodens X-treme 3100 | Alu-Mek X-treme 3100 | Cropina X-treme 3100 | Scirocco X-treme 3100 | Strada X-treme 3100
ZBr:‘:zI;a Scopula Exinox Firefox Baccara Expanse Schahane
Model |[Scopula X-treme 1760| Exinox X-treme 1760 | Firefox X-treme 1760 | Baccara X-treme 1760 |Expanse X-treme 1760 |Schahane X-treme 1760
Model [Scopula X-treme 2630| Exinox X-treme 2630 | Firefox X-treme 2630 | Baccara X-treme 2630 |Expanse X-treme 2630 (Schahane X-treme 2630
Model [Scopula X-treme 2920| Exinox X-treme 2920 | Firefox X-treme 2920 | Baccara X-treme 2920 | Expanse X-treme 2920 |Schahane X-treme 2920
Model [Scopula X-treme 3100 Exinox X-treme 3100 | Firefox X-treme 3100 | Baccara X-treme 3100 |Expanse X-treme 3100 |Schahane X-treme 3100

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Splnéni pozadavk( nafizeni viady ¢&. 118/2016 Sb. (smérnice 2014/35/EU) bylo odvozeno ze spinéni pozadavki pouzitych
norem, které jsou uvedeny na 1. strané certifikatu. Novelizace nékterého z uvedenych normativnich dokumentl, zejména
novelizace norem nebo vydani novych norem, miZe zménit skuteénosti, za kterych byl certifikat vydan. V takovém pfipadé je
treba pouzitelnost certifikatu prezkoumat.

Certifikat se muze pouzivat pouze jako certifikat vyrobk, jejichz specifikace je uvedena na 1. a 2. strané. To plati i pro pouZiti
v reklamnich, propagacénich a komerénich materialech. Neopravnéné nebo klamavé pouziti certifikatu muze byt sankcionovano.

Je zakazano ménit, doplfiovat nebo prepisovat udaje v certifikatu.

Certifikatem nelze dokladat viastnosti vyrobku, u nichz byla provedena bez souhlasu Strojirenského zku$ebniho ustavu, s.p.,
zmeéna ovliviiujici shodu s pouZitymi normami a technickymi pfedpisy.

Certifikacni organ pozaduje, aby drzitel certifikatu vedl zaznamy o vSech stiznostech a opatfenich k napravé, které se tykaji
vyrobkl, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

Fulfilment of the requirements of Government Regulation 118/2016 Coll. (Directive 2014/35/EU) has been derived from
fulfilment of the requirements of the standards applied, as specified on Page 1 of the Certificate. Amendments to any of the
normative documents listed, in particular amendments fo the standards or issuance of new standards may change the
circumstances under which the Certificate was issued. In such a case, the usability of the Certificate must be reviewed.

The Certificate may only be used as a certificate for the products specified on Pages 1 and 2. This also applies to its use in
advertising, promotional and commercial materials. Unauthorised or deceptive use of the Cettificate may be sanctioned.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used for documenting the properties of the products changed without the consent of the Engineering
Test Institute in such a way that the conformity with the standards and technical regulations applied has been affected.

The Certification Body requires the Certificate holder to keep records of all the complaints and corrective actions relating to the
products covered by this Certificate.
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Strojirensky zkusebni ustav, s.p., Brno, Ceska republika
Notifikovana osoba 1015

K
s Engineering Test Institute, Public Enterprise, Brno, Czech Republic
Notified Body 1015

CERTIFIKAT ES PREZKOUSENIi TYPU
EC TYPE-EXAMINATION CERTIFICATE

podle smérnice 92/42/EHS (U¢innost teplovodnich kotl(i)
pursuant to Directive 92/42/EEC (Boiler efficiency)

e

2 Cislo:

EE_ oo o E-30-01303-17

: Drzitel certifikatu — vyrobce: Gassero Isi Teknolojileri Sanayi Limited Sirketi

i Owner of Certificate — Manufacturer: 4. Sokak, Parsel No. 110, 34957 Tuzla, Istanbul

* Turecko — Turkey

j Vyrobky: Kotle teplovodni kondenzaéni (premix) pro spalovani zemniho
Products: plynu (G20)

A T A A T A T et

Premix condensing hot-water boilers burning natural gas (G20)

Typové oznaceni: Gassero, Blaudens, Meksis, Cropina, Scirocco, Strada,
Type designation: Scopula, Exinox, Firefox, Baccara, Expanse, Schahane

viz 2. strana / see Page 2

Podklad pro vydani certifikatu: Zavéretny protokol ¢. 30-13501/1 ze dne 2017-10-23

Basis of Certificate issuance: Final Report 30-13501/1 of 2017-10-23

Strojirensky zkuSebni ustav, s.p., Notifikovand osoba 1015, potvrzuje, Ze vy$e uvedené vyrobky
ke spliuji pozadavky na u&innost kotli podle smérnice 92/42/EHS (nafizeni vlady & 25/2003 Sb.).
= Nedilnou soucasti certifikatu je zavérecny protokol, ktery obsahuje zavéry zkousky, Udaje pro
2 identifikaci schvaleného typu a seznam pfisluéné ¢asti technické dokumentace.

i Strojirensky zkusebni dstav, s.p. (Engineering Test Institute, Public Enterprise), Notified body 1015,

hereby confirms that the above-mentioned products fulfil the efficiency requirements for boilers
according to Directive 92/42/EEC (Government Regulation 25/2003 Coll.). An integral part of the
Certificate is the Final Report comprising verification findings, data on approved type identification and
the list of the relevant part of the technical documentation.

Brno, 2017-10-23 NN

i [ A B ) D Gt e L

I 5‘ Ing. Tomas Hruska
feditel — Director
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Specifikace kotll
Specification of the boilers:

Znacka
Brand

Gassero

Blaudens

Meksis

Cropina

Scirocco

Strada

Model

Alubox X-treme 250

Bodens X-treme 250

Alu-Mek X-treme 250

Cropina X-treme 250

Scirocco X-treme 250

Strada X-treme 250

Model

Alubox X-treme 300

Bodens X-treme 300

Alu-Mek X-treme 300

Cropina X-treme 300

Scirocco X-treme 300

Strada X-treme 300

Model

Alubox X-treme 350

Bodens X-treme 350

Alu-Mek X-treme 350

Cropina X-treme 350

Scirocco X-treme 350

Strada X-treme 350

Znacka
Brand

Scopula

Exinox

Firefox

Baccara

Expanse

Schahane

Model

Scopula X-treme 250

Exinox X-treme 250

Firefox X-treme 250

Baccara X-freme 250

Expanse X-freme 250

Schahane X-treme 250

Model

Scopula X-treme 300

Exinox X-treme 300

Firefox X-treme 300

Baccara X-treme 300

Expanse X-treme 300

Schahane X-treme 300

Model

Scopula X-treme 350

Exinox X-treme 350

Firefox X-treme 350

Baccara X-treme 350

Expanse X-treme 350

Schahane X-treme 350

Poznamka / Note: Jednéa se pouze o rizné obchodni nazvy / These are merely different brand names.
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